
NOTE: CONTRACTOR TO PROVIDE L, Lr,
AND b CALCULATIONS TO VA RESIDENT
ENGINEER FOR REVIEW AND APPROVAL
PRIOR TO CONSTRUCTION.

KEYED NOTE:

1. 4" [ mm] MINIMUM AGGREGATE BASE THICKNESS OR EXISTING

GRANULAR BASE COURSE MATERIALS WHICHEVER IS GREATER.

FINAL
BACKFILL

FINAL
BACKFILL

FINAL
BACKFILL

KEYED NOTE:

1. 4" [ mm] TO 6" [mm] TOPSOIL AND SEED.

KEYED NOTE:

1. 3" [76 mm] MINIMUM OR THICKNESS OF EXISTING ASPHALTIC CONCRETE

PAVEMENT WHICHEVER IS GREATER.

2. BITUMINOUS SURFACE TREATMENT (CHIPSEAL) REQUIRED ONLY FOR

LONGITUDINAL TRENCHES WITH WIDTHS GREATER THAN 6' [1829mm].

3. 4" [ 102mm] MINIMUM AGGREGATE BASE THICKNESS OR EXISTING

GRANULAR BASE COURSE MATERIALS WHICHEVER IS GREATER.
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TRENCH RESTORATION DETAIL - LANDSCAPED AREA
H

TRENCH RESTORATION DETAIL - CONCRETE WALK
I

TRENCH RESTORATION DETAIL - ASPHALTIC CONCRETE PAVEMENT
J

TYPICAL TRUST BLOCK INSTALLATIONS
K

19" CURB & GUTTER SECTION
N

RETAINING GLAND RESTRAINT
L

STRAPPING WATER MAIN 6" THRU16"
M

AIR RELEASE VALVE DETAILO

REPLACE EXISTING
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